good faith effort to achieve the overall goal. The dollar amount paid to all approved DBE
companies performing work called for in this contract is eligible to be credited toward fulfillment
of the Department’s overall goal.

CONTRACT GOAL TO BE ACHIEVED BY THE CONTRACTOR. This contract includes a
specific DBE utilization goal established by the Department. The goal has been included
because the Department has determined the work of this contract has subcontracting
opportunities that may be suitable for performance by DBE companies. The determination is
based on an assessment of the type of work, the location of the work, and the availability of
DBE companies to do a part of the work. The assessment indicates, in the absence of unlawful
discrimination and in an arena of fair and open competition, DBE companies can be expected to
perform __ 8.00 o, of the work. This percentage is set as the DBE participation goal for this
contract. Consequently, in addition to the other award criteria established for this contract, the
Department will only award this contract to a bidder who makes a good faith effort to meet this
goal of DBE participation in the performance of the work. A bidder makes a good faith effort for
award consideration if either of the following is done in accordance with the procedures set for
in this Special Provision:

(a) The bidder documents enough DBE participation has been obtained to meet the goal or,

(b) The bidder documents a good faith effort has been made to meet the goal, even though
the effort did not succeed in obtaining enough DBE participation to meet the goal.

DBE LOCATOR REFERENCES. Bidders shall consult the IL UCP DBE Directory as a
reference source for DBE-certified companies. In addition, the Department maintains a letting
and item specific DBE locator information system whereby DBE companies can register their
interest in providing quotes on particular bid items advertised for letting. Information concerning
DBE companies willing to quote work for particular contracts may be obtained by contacting the
Department’s Bureau of Small Business Enterprises at telephone number (217) 785-4611, or by
visiting the Department’s website at:
http://www.idot.illinois.gov/doing-business/certifications/disadvantaged-business-enterprise-
certification/il-ucp-directory/index.

BIDDING PROCEDURES. Compliance with this Special Provision is a material bidding
requirement and failure of the bidder to comply will render the bid not responsive.

The bidder shall submit a DBE Utilization Plan (form SBE 2026), and a DBE Participation
Statement (form SBE 2025) for each DBE company proposed for the performance of work to
achieve the contract goal, with the bid. If the Utilization Plan indicates the contract goal will not
be met, documentation of good faith efforts shall also be submitted. The documentation of good
faith efforts must include copies of each DBE and non-DBE subcontractor quote submitted to
the bidder when a non-DBE subcontractor is selected over a DBE for work on the contract. The
required forms and documentation must be submitted as a single .pdf file using the “Integrated
Contractor Exchange (iCX)” application within the Department’s “EBids System”.
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GEOTECHNICAL FABRIC FOR PIPE UNDERDRAINS AND FRENCH DRAINS (BDE)
Effective: November 1, 2019
Revise Article 1080.01(a) of the Standard Specifications to read:

“(a) Fabric Materials. Fabric materials shall be as follows.

(1) Knitted Fabric. Knitted fabric envelope shall be Type A according to ASTM D 6707
and be a continuous one piece knitted polymeric material that fits over the pipe
underdrain like a sleeve. It shall be free from any chemical treatment or coating that
might significantly reduce porosity and permittivity.

(2) Woven or Nonwoven Fabric. The fabric shall be Class 3 according to AASHTO M 288
and consist of woven yarns or nonwoven filaments of polyolefins or polyesters. Woven
slit film geotextiles (i.e. geotextiles made from yarns of a flat, tape like character) shall
not be permitted. The yarns or filaments shall be dimensionally stable (i.e. maintain
their relative position with respect to each other) and resistant to delamination. The
yarns or filaments shall be free from any chemical treatment or coating that might
significantly reduce porosity and permittivity.

(3) Physical Properties. The physical properties for knitted, woven, and nonwoven fabrics
shall be according to the following.

PHYSICAL PROPERTIES

Knitted V Woven % Nonwoven %

Grab Strength, Ib (N)

ASTM D 4632 % - 180 (800) min. | 112 (500) min.

Elongation/Grab Strain, %

ASTM D 4632 ¥ -- 49 max. 50 min.

Trapezoidal Tear Strength, Ib (N) : .
ASTM D 4533 ¥ - 67 (300) min. 40 (180) min.

Puncture Strength, Ib (N)

ASTM D 6241 5 180 (800) min. | 370 (1650) min. | 222 (990) min.

Apparent Opening Size, Sieve No. (mm)

ASTM D 4751 # 30 (0.60) max. | 40 (0.425) max. | 40 (0.425) max.

Permittivity, sec™

ASTM D 4491 1.0 min.

Ultraviolet Stability, % retained strength

after 500 hours of exposure - 50 min. 50 min.
ASTM D 4355

1/ Manufacturer's certification to meet test requirements.

2/ NTPEP results or manufacturer’s certification to meet test requirements.
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3/ Values represent the minimum average roll value (MARV) in the weaker principle
direction [machine direction (MD) or cross-machine direction (XD)].

4/ Values represent the maximum average roll value.”

Revise Article 1080.05 of the Standard Specifications to read:

“1080.05 Geotechnical Fabric for French Drains and Pipe Underdrains, Type 2.
Geotechnical fabric for french drains and pipe underdrains, Type 2 shall be Class 3 according to
AASHTO M 288 and consist of woven yarns or nonwoven filaments of polyolefins or polyesters.
Woven slit film geotextiles (i.e. geotextiles made from yarns of a flat, tape-like character) shall not

be permitted. The yarns or filaments shall be dimensionally stable (i.e. maintain their relative
position with respect to each other) and resistant to delamination. The yarns or filaments shall be
free from any chemical treatment or coating that might significantly reduce porosity and

permittivity.

The fabric shall be according to the following.

PHYSICAL PROPERTIES "

Woven Nonwoven
gg‘i‘rbMSgi”G%tg’z',b (N) 180 (800) min. | 112 (500) min.
ﬁg’?ﬁﬂag":é%az? Strain, % 49 max. 50 min.
Py Strength, Ib (N) 67 (300) min. 40 (180) min.
ool Liledi 370 (1650) min. | 222 (990) min.

Apparent Opening Size, Sieve No. (mm)
ASTM D 4751 %

60 (0.25) max.

Permittivity, sec™
ASTM D 4491

0.2 min.

Ultraviolet Stability % retained strength after
500 hours of exposure - ASTM D 4355

50 min.

1/ NTPEP results to meet test requirements. Manufacturer shall have public release
status and current reports on laboratory results in Test Data of NTPEP’s DataMine.

2/ Values represent the minimum average roll value (MARV) in the weaker principle
direction [machine direction (MD) or cross-machine direction (XD)].

3/ Values represent the maximum average roll value.”
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HOT-MIX ASPHALT - BINDER AND SURFACE COURSE (BDE)

Effective: July 2, 2019
Revised: November 1, 2019

Description. This work shall consist of constructing a hot-mix asphalt (HMA) binder and/or surface
course on a prepared base. Work shall be according to Sections 406 and 1030 of the Standard
Specifications, except as maodified herein.
Materials. Add the following after the second paragraph of Article 1003.03(c):
“For mixture IL-9.5FG, at least 67 percent of the required fine aggregate fraction shall
consist of either stone sand, slag sand, steel slag sand, or combinations thereof meeting
FA 20 gradation.”
Revise Article 1004.03(c) to read:

“(c) Gradation. The coarse aggregate gradations shall be as listed in the following table.

Use Size/Application Gradation No.

Class A-1, A-2, & A-3 3/8 in. (10 mm) Seal CA 16 or CA 20

Class A-1 1/2 in. (13 mm) Seal CA 15

Class A-2 & A-3 Cover Coat CA 14
IL-19.0 CA11Y

SMA 12.5 % CA 13, CA14,0or CA 16

HMA High ESAL SMA 9.5? CA130rCA16°%
IL-9.5 CA 16
IL-9.5FG CA 16

HMA Low ESAL IL-19.0L CA11Y
IL-9.5L CA 16

1/ CA 16 or CA 13 may be blended with the CA 11.

2/ The coarse aggregates used shall be capable of being combined with stone sand, slag
sand, or steel slag sand meeting the FA/FM 20 gradation and mineral filler to meet the
approved mix design and the mix requirements noted herein.

3/ The specified coarse aggregate gradations may be blended.”

HMA Nomenclature. Revise the “High ESAL” portion of the table in Article 1030.01 to read:

IL-19.0, IL-9.5, IL-9.5FG, IL-4.75,
SMA 12.5, SMA 9.5

“High ESAL Binder Courses
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IL-9.5, IL-9.5FG,
SMA 12.5, SMA 9.5”

Surface Courses

Mixture Design. Revise the table in Article 1030.04(a)(1) and add SMA 9.5 and IL-9.5FG mixture
compositions as follows:

“HIGH ESAL, MIXTURE COMPOSITION (% PASSING) ¥

Sieve Size

SMA 12.5 %/ SMA 9.5 % IL-9.5FG

min. max. min. max. min. max.

lin.
(25 mm)
3/4in.
(19 mm)
1/2 in.
(12.5 mm)
3/8in.
(9.5 mm)
#4
4.75 mm)
#8
(2.36 mm)
#16
(1.28 mm)
#30
(600 um)
#50
(300 um)
#100
(150 pum)
#200
(75 pm)
#635
(20 um)
Ratio of
Dust/Asphalt 1.0
Binder

100 100

90 99 95 100 100

50 85 70 95 90 100

20 40 30 50 60 75

16 244 20 30 45 60

21 25 40

18 15 30

15 8 15

8.0 11.0% 8.0 11.0% 4.0 6.5

1/ Based on percent of total aggregate weight.

2/ The mixture composition shall not exceed 44 percent passing the #8 (2.36 mm) sieve
for surface courses with Ndesign = 90.
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3/ Additional minus No. 200 (0.075 mm) material required by the mix design shall be
mineral filler, unless otherwise approved by the Engineer.

4/ When establishing the adjusted job mix formula (AJMF) the percent passing the #8
(2.36 mm) sieve shall not be adjusted above 24 percent.

5/ When the bulk specific gravity (Gsb) of the component aggregates vary by more than
0.2, the blend gradations shall be based on volumetric percentage.”

Revise the table in Article 1030.04(b)(1) to read:

“VOLUMETRIC REQUIREMENTS, High ESAL

Voids in the Mineral Aggregate Voids Filled with
Ndesign (VMA),”fi/ongmlmum Asphalt Binder
. -9 ) v VFA),%
IL-190 | | gerg | 'L475 (VFA),%
50 18.5 65-78%
70 13.5 15.0 o
% 65-75

1/ Maximum draindown for IL-4.75 shall be 0.3 percent.
2/ VFA for IL-4.75 shall be 76-83 percent.
3/ VFA for IL-9.5FG shall be 65-78 percent.”

Revise the table in Article 1030.04(b)(3) to read:

“VOLUMETRIC REQUIREMENTS, SMA 12.5 ¥ and SMA 9.5 ¥
Design Void_s in the _Voids_

ES_ALS Ndesign | Air Voids Mineral Filled with
(million) Target, % Aggregate Asphalt

’ (VMA), % min. | (VFA), %
<10 50 4.0 16.0 75 - 80
> 10 80 4.0 17.0 75— 80

1/ Maximum draindown shall be 0.3 percent.”

Quality Control/Quality Assurance (QC/QA). Revise the third paragraph of Article 1030.05(d)(3)
to read:

“If the Contractor and Engineer agree the nuclear density test method is not appropriate
for the mixture, cores shall be taken at random locations determined according to the
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QC/QA document "Determination of Random Density Test Site Locations".

Core

densities shall be determined using the lllinois Modified AASHTO T 166 or T 275

procedure.”

Add the following paragraphs to the end of Article 1030.05(d)(3):

“Longitudinal joint density testing shall be performed at each random density test

location.

Longitudinal joint testing shall be located at a distance equal to the lift

thickness or a minimum of 4 in. (100 mm), from each pavement edge (i.e. for a 5 in.
(125 mm) lift the near edge of the density gauge or core barrel shall be within 5 in.
(125 mm) from the edge of pavement).
performed using either a correlated nuclear gauge or cores.

Longitudinal joint density testing shall be

a. Confined Edge. Each confined edge density shall be represented by a one-minute
nuclear density reading or a core density and shall be included in the average of
density readings or core densities taken across the mat which represents the

Individual Test.

b. Unconfined Edge. Each unconfined edge joint density shall be represented by an
average of three one-minute density readings or a single core density at the given
density test location and shall meet the density requirements specified herein. The
three one-minute readings shall be spaced 10 ft (3 m) apart longitudinally along
the unconfined pavement edge and centered at the random density test location.

When a longitudinal joint sealant (LJS) is applied, longitudinal joint density testing will
not be required on the joint(s) sealed.”

Revise the second table in Article 1030.05(d)(4) and its notes to read:

“‘DENSITY CONTROL LIMITS
Mixture _ Individual Te_zst Uncqnfined I_Edge
Composition Parameter (includes confined Jom_t I_Densny,
edges) minimum
IL-4.75 Ndesign = 50 93.0-97.4% Y 91.0%
IL-9.5FG Ndesign = 50 - 90 93.0-97.4% 91.0%
IL-9.5 Ndesign = 90 92.0-96.0 % 90.0%
IL-9.5, IL-9.5L, Ndesign < 90 925-97.4% 90.0%
IL-19.0 Ndesign = 90 93.0-96.0 % 90.0%
IL-19.0, IL-19.0L Ndesign < 90 93.07-97.4% 90.0%
SMA Ndesign = 50 or 80 93.5-97.4% 91.0%

1/ Density shall be determined by cores or by correlated, approved thin lift nuclear

gauge.
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2/ 92.0 % when placed as first lift on an unimproved subgrade.”
Equipment. Add the following to Article 1101.01 of the Standard Specifications:

“(h) Oscillatory Roller. The oscillatory roller shall be self-propelled and provide a smooth
operation when starting, stopping, or reversing directions. The oscillatory roller shall be
able to operate in a mode that will provide tangential impact force with or without vertical
impact force by using at least one drum. The oscillatory roller shall be equipped with water
tanks and sprinkling devices, or other approved methods, which shall be used to wet the
drums to prevent material pickup. The drum(s) amplitude and frequency of the tangential
and vertical impact force shall be approximately the same in each direction and meet the
following requirements:

(1) The minimum diameter of the drum(s) shall be 42 in. (1070 mm);
(2) The minimum length of the drum(s) shall be 57 in. (1480 mm);
(3) The minimum unit static force on the drum(s) shall be 125 Ib/in. (22 N/m); and

(4) The minimum force on the oscillatory drum shall be 18,000 Ib (80 kN).”

CONSTRUCTION REQUIREMENTS

Add the following to Article 406.03 of the Standard Specifications:
“(1)  OSCIlALOrY ROIET .....eiiieeiiiiiiiee ittt a e e e e e 1101.01”
Revise the third paragraph of Article 406.05(a) to read:

“All depressions of 1 in. (25 mm) or more in the surface of the existing pavement shall be
filled with binder. At locations where heavy disintegration and deep spalling exists, the
area shall be cleaned of all loose and unsound material, tacked, and filled with binder
(hand method).”

Revise Article 406.05(c) to read.

“(c) Binder (Hand Method). Binder placed other than with a finishing machine will be
designated as binder (hand method) and shall be compacted with a roller to the
satisfaction of the Engineer. Hand tamping will be permitted when approved by the
Engineer.”

Revise the special conditions for mixture IL-4.75 in Article 406.06(b)(2)e. to read:

“e. The mixture shall be overlaid within 5 days of being placed.”
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Revise Article 406.06(d) to read:

“(d) Lift Thickness. The minimum compacted lift thickness for HMA binder and surface
courses shall be as follows.

MINIMUM COMPACTED LIFT THICKNESS
Mixture Composition Thickness, in. (mm)
IL-4.75 3/4 (19) - over HMA surfaces
1 (25) - over PCC surfaces Y
IL-9.5FG 11/4 (32)
IL-9.5, IL-9.5L 11/2 (38)
SMA 9.5 1 1/2 (38)
SMA 12.5 2 (51)
IL-19.0, IL-19.0L 2 1/4 (57)

1/ The maximum compacted lift thickness for mixture IL-4.75 shall
be 1 1/4 in. (32 mm).”

Revise Table 1 and Note 3/ of Table 1 in Article 406.07(a) of the Standard Specifications to read:

“TABLE 1 - MINIMUM ROLLER REQUIREMENTS FOR HMA

Breakdown Roller | Intermediate Final Roller Density
(one of the Roller (one or more of Requirement
following) the following)
Binder and Surface ¥ | Vp, P ¥ Tg, 3W, | P¥ Or, Og Vs, Ts, Tr, O7 As specified in
O, O Articles:
1030.05(d)(3),
(d)(4), and
(d)(@).
IL-4.75 and SMA #¥ Ts, 3W, Or -- Tg, 3W, Or
Bridge Decks # Ts -- Te AS specified in

Articles 582.05
and 582.06.

3/ A vibratory roller (Vp) or oscillatory roller (Ot or Og) may be used in lieu of the pneumatic-tired
roller on mixtures containing polymer modified asphalt binder.”

Add the following to EQUIPMENT DEFINITION in Article 406.07(a) contained in the Errata of the
Supplemental Specifications:
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“Or - Oscillatory roller, tangential impact mode. Maximum speed is 3.0 mph (4.8 km/h) or
264 ft/min (80 m/min).

Os - Oscillatory roller, tangential and vertical impact mode, operated at a speed to produce
not less than 10 vertical impacts/ft (30 impacts/m).”

Basis of Payment. Replace the second through the fifth paragraphs of Article 406.14 with the
following:

“HMA binder and surface courses will be paid for at the contract unit price per ton (metric ton)
for MIXTURE FOR CRACKS, JOINTS, AND FLANGEWAYS; HOT-MIX ASPHALT BINDER
COURSE (HAND METHOD), of the Ndesign specified; HOT-MIX ASPHALT BINDER COURSE,
of the mixture composition and Ndesign specified; HOT-MIX ASPHALT SURFACE COURSE, of
the mixture composition, friction aggregate, and Ndesign specified; POLYMERIZED HOT-MIX
ASPHALT BINDER COURSE (HAND METHOD), of the Ndesign specified; POLYMERIZED HOT-
MIX ASPHALT BINDER COURSE, of the mixture composition and Ndesign specified;
POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, of the mixture composition, friction
aggregate, and Ndesign specified; POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,
STONE MATRIX ASPHALT, of the mixture composition and Ndesign specified; POLYMERIZED
HOT-MIX ASPHALT SURFACE COURSE, STONE MATRIX ASPHALT, of the mixture
composition, friction aggregate, and Ndesign specified.”
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LUMINAIRES, LED (BDE)

Effective: April 1, 2019

Description. This work shall consist of furnishing and installing light emitting diode (LED)
luminaires. Work shall be according to Sections 801, 821, and 1067 of the Standard
Specifications, except as modified herein.

Submittals. In addition to the requirements listed in Article 801.05(a), submittals for LED
luminaires shall include the following.

Completed manufacturer’s luminaire ordering form with the full catalog number provided.

Descriptive literature and catalog cuts for the luminaire, driver, and surge protective
device.

Lighting calculations generated with AGi32 software demonstrating compliance with the
Luminaire Performance Table shown in the contract. These calculations shall be
performed to the following criteria: photopic units shall be used; calculations shall be
performed to an accuracy of two digits (x.xx cd/m?); point-by-point illuminance, luminance,
and veiling luminance ratios demonstrating that the submitted luminaire meets the lighting
metrics specified in the Luminaire Performance Table using IES RP-8 methods.

Upon request by the Engineer, submittals for LED Luminaires shall also include any or all the
following.

IES file associated with each submitted luminaire in IES LM-63 format.

TM-21 calculator spreadsheet (XLSX or PDF format) and if available, TM-28 report for the
specified luminaire or luminaire family. Both reports shall be for 50,000 hours at an
ambient temperature of 77 °F (25 °C).

LM-79 report with National Voluntary Laboratory Accreditation Program (NVLAP) current
at the time of testing in PDF format inclusive of the following: isofootcandle diagram with
half candela contour and maximum candela point; polar plots through maximum plane and
maximum cone; coefficient of utilization graph; candela table; and spectral distribution
graph and chromaticity diagram.

LM-80 report for the specified LED package in PDF format and if available, LM-84 report
for the specified luminaire or luminaire family in PDF format. Both reports shall be
conducted by a laboratory with NVLAP certification current at the time of testing.

In Situ Temperature Measurement Test (ISTMT) report for the specified luminaire or
luminaire family in PDF format.

Vibration test report in accordance with ANSI C136.31 in PDF format.
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e ASTM B117/ASTM D1654 (neutral salt spray) test and sample evaluation report in PDF
format.

e ASTM G154 (ASTM D523) gloss test report in PDF format.

e LED drive current, total luminaire input wattage, and current over the operating voltage
range at an ambient temperature of 77 °F (25 °C).

e Power factor (pf) and total harmonic distortion (THD) at maximum and minimum supply
and at nominal voltage for the dimmed states of 70%, 50%, and 30% full power.

e Ingress protection (IP) test reports, conducted according to ANSI C136.25 requirements,
for the driver and optical assembly in PDF format.

e Installation, maintenance, and cleaning instructions in PDF format, including
recommendations on periodic cleaning methods.

e Documentation in PDF format that the reporting laboratory is certified to perform the
required tests.

Warranty. Replace the last sentence of Article 801.14(a) with the following.

“The warranty, including the maintained minimum luminance, for LED signal head modules,
optically programmed LED signal head modules, and LED pedestrian signal head
modules shall cover a minimum of 60 months from the date of delivery. The warranty for
LED roadway luminaires, LED highmast luminaires, LED underpass luminaires, LED sign
lighting luminaires, LED obstruction warning luminaires, and all of their components shall
cover a minimum of ten years from the date of delivery.”

Roadway Luminaires. Revise Article 821.02(d) to read.

“(d) LIGht SOUICE ...t e e e e e e e e e 1067.06”
Revise the third paragraph of Article 821.03 to read.

“Each luminaire driver and/or driver arrangement shall be checked to assure compatibility with
the project power supply. When the luminaire driver has a readily accessible electrical
compartment, the driver shall be attached so as to be easily removed for maintenance.”

Replace the fifth paragraph of Article 821.03 with the following.

“No luminaire shall be installed before it is approved. When independent luminaire testing is

required, full approval will not be given until complete test results which demonstrate compliance

with the contract documents have been reviewed and accepted by the Engineer. Independent
luminaire testing will be required, and shall be conducted, according to Article 1067.01(k)".
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Revise the last paragraph of Article 821.03 to read.

“When installing or adjusting the luminaire, care shall be taken to avoid touching the lenses or
allowing contaminants to be deposited on any part of the optical assembly. Each lens shall be
free of all dirt, smudges, etc. Should the luminaire require cleaning, the luminaire manufacturer’s
cleaning instructions shall be strictly followed.”

Revise Article 821.08 to read.

“821.08 Basis of Payment. This work will be paid for at the contract unit price per each for
LUMINAIRE, LED, ROADWAY, of the output designation specified; LUMINAIRE, LED,
HIGHMAST, of the output designation specified; LUMINAIRE, LED, UNDERPASS,
WALLMOUNT, of the output designation specified; LUMINAIRE, LED, UNDERPASS,
SUSPENDED, of the output designation specified; LUMINAIRE, LED, SIGN LIGHTING, of the
output designation specified.

When independent luminaire testing is required, the work will be paid for at the contract lump
sum price for INDEPENDENT LUMINAIRE TESTING.”

Luminaires. Revise Articles 1067.01 through 1067.06 to read.

“1067.01 General. The luminaire shall be mechanically strong and easy to maintain. The
size, weight, and shape of the luminaire shall be designed so as not to incite detrimental vibrations
in its respective pole and it shall be compatible with the pole and arm. All electrical and electronic
components of the luminaire shall comply with the requirements of Restriction of Hazardous
Materials (RoHS) regulations. The luminaire shall be listed for wet locations by an NRTL and
shall meet the requirements of UL 1598 and UL 8750.

(a) Labels. An internal label shall be provided indicating the luminaire is suitable for wet
locations and indicating the luminaire is an NRTL listed product to UL1598 and UL8750.
The internal label shall also comply with the requirements of ANSI C136.22.

An external label consisting of two black characters on a white background with the
dimensions of the label and the characters as specified in ANSI C136.15 for HPS
luminaires. The first character shall be the alphabetical character representing the initial
lumen output as specified in Table 1 of Article 1067.06(c). The second character shall be
the numerical character representing the transverse light distribution type as specified in
IES RP-8 (i.e. Types 1, 2, 3, 4, or 5).

(b) Surge Protection. The luminaire shall comply the requirements of ANSI C136.2 for
electrical transient immunity at the “Extreme” level (20KV/10KA) and shall be equipped
with a surge protective device (SPD) that is UL1449 compliant with indicator light. An SPD
failure shall open the circuit to protect the driver.
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(c)

(d)

(e)

Optical Assembly. The optical assembly shall have an IP66 or higher rating in accordance
with ANSI C136.25. The circuiting of the LED array shall be designed to minimize the
effect of individual LED failures on the operation of other LEDs. All optical components
shall be made of glass or a UV stabilized, non-yellowing material.

Housing. All external surfaces shall be cleaned in accordance with the manufacturer’s
recommendations and be constructed in such a way as to discourage the accumulation of
water, ice, and debris.

Driver. The driver shall be integral to the luminaire and shall be capable of receiving
indefinite open and short circuit output conditions without damage.

The driver shall incorporate the use of thermal foldback circuitry to reduce output current
under abnormal driver case temperature conditions and shall be rated for a lifetime of
100,000 hours at an ambient temperature exposure of 77 °F (25 °C) to the luminaire. If
the driver has a thermal shut down feature, it shall not turn off the LEDs when operated at
104 °F (40 °C) or less.

The driver shall have an input voltage range of 120 to 277 volts (£ 10%) or 347 to 480 volts
(£ 10%) according to the contract documents. When the driver is operating within the
rated input voltage range and in an un-dimmed state, the power factor measurement shall
be not less than 0.9 and the THD measurement shall be no greater than 20%.

The driver shall meet the requirements of the FCC Rules and Regulations, Title 47, Part 15
for Class A devices with regard to electromagnetic compatibility. This shall be confirmed
through the testing methods in accordance with ANSI C63.4 for electromagnetic
interference.

The driver shall be dimmable using the protocol listed in the Luminaire Performance Table
shown in the contract.

Photometric Performance. The luminaire shall be IES LM-79 tested by a laboratory
holding accreditation from the NVLAP for IES LM-79 testing procedures. At a minimum
the LM-79 report shall include a backlight/uplight/glare (BUG) rating and a luminaire
classification system (LCS) graph showing lumen values and percent lumens by zone as
described in IES RP-8. The uplight of the BUG rating shall be U=0.

The luminaire shall also meet the requirements of the Luminaire Performance Table
shown in the contract.

Finish. The luminaire shall have a baked acrylic enamel finish. The color of the finish
shall be gray, bronze, or black to match the pole or tower on which the luminaire is
mounted.

The finish shall have a rating of six or greater according to ASTM D1654, Section 8.0
Procedure A — Evaluation of Rust Creepage for Scribed Samples after exposure to
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1000 hours of testing according to ASTM B117 for painted or finished surfaces under
environmental exposure.

The luminaire finish shall have less than or equal to 30% reduction of gloss according to
ASTM D523 after exposure of 500 hours to ASTM G154 Cycle 6 QUV® accelerated
weathering testing.

(h) Hardware. All hardware shall be stainless steel or of other corrosion resistant material

approved by the Engineer.

Luminaires shall be designed to be easily serviced, having fasteners such as quarter-turn
clips of the heavy spring-loaded type with large, deep straight slot heads, complete with a
receptacle and shall be according to military specification MIL-f-5591.

All hardware shall be captive and not susceptible to falling from the luminaire during
maintenance operations. This shall include lens/lens frame fasteners as well hardware
holding the removable driver and electronic components in place.

Vibration Testing. All luminaires shall be subjected to and pass vibration testing
requirements at “3G” minimum zero to peak acceleration in accordance with
ANSI C136.31 requirements using the same luminaire. To be accepted, the luminaire
housing, hardware, and each individual component shall pass this test with no noticeable
damage and the luminaire must remain fully operational after testing.

Wiring. All wiring in the luminaire shall be rated for operation at 600V, 221 °F (105 °C).

Independent Luminaire Testing. When a contract has 30 or more luminaires of the same
manufacturer’s catalog number, that luminaire shall be independently tested to verify it will
meet the contract requirements. The quantity of luminaires requiring testing shall be one
luminaire for the first 30 plus one additional luminaire for each additional 50 luminaires of
that catalog number. Testing is not required for temporary lighting luminaires.

Prior to testing the Contractor shall propose a properly accredited laboratory and a
qualified independent witness, submitting their qualifications to the Engineer for approval.
After approval, the Contractor shall coordinate the testing and pay all associated costs,
including travel expenses, for the independent witness.

(1) Independent Witness. The independent witness shall select from the project
luminaires at the manufacturer’s facility the luminaires for testing. In all cases, the
selection of luminaires shall be a random selection from the entire completed lot of
luminaires required for the contract. Selections from partial lots will not be allowed.
The independent witness shall mark each sample luminaire’s shipping carton with the
IDOT contract number and a unique sample identifier.

At the time of random selection, the independent witness shall inspect the luminaire(s)
for compliance with all physical, mechanical, and labeling requirements for luminaires
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according to Sections 821 and 1067. If deficiencies are found during the physical
inspection, the Contractor shall have all luminaires of that manufacturer’s catalog
number inspected for the identified deficiencies and shall correct the problem(s) where
found. Random luminaire selection and physical inspection must then be repeated.
When the physical inspection is successfully completed, the independent witness shall
mark the project number and sample identifier on the interior housing and driver of the
luminaires and have them shipped to the laboratory.

The independent witness shall be present when testing is approved to be performed
by the luminaire manufacturer. If the tests are performed by a laboratory independent
of the luminaire manufacturer, distributor, and Contractor, the independent witness
need not be present during the testing.

(2) Laboratory Testing. Luminaires shall be tested at an NVLAP accredited laboratory
approved for each of the required tests. The testing shall include photometric,
colorimetric, and electrical testing according to IES LM-79. Colorimetric values shall
be determined from total spectral radiant flux measurements using a
spectroradiometer. Photometric testing shall be according to IES recommendations
and as a minimum, shall yield an isofootcandle chart, with max candela point and half
candela trace indicated, an isocandela diagram, maximum plane and maximum cone
plots of candela, a candlepower table (house and street side), a coefficient of utilization
chart, a luminous flux distribution table, BUG rating report, and complete calculations
based on specified requirements and test results.

All testing shall cover the full spherical light output at a maximum of 5 degree intervals
at the vertical angles. The vertical angles shall run from 0 to 180 degrees. There shall
be a minimum of 40 lateral test planes listed in Fig. 1 of IES LM-31 plus the two planes
containing the maximum candela on the left and right sides of the luminaire axis.
Before testing, the luminaire when mounted on the goniometer shall be scanned for
vertical and horizontal angles of maximum candela and these planes included in the
test. The luminaire shall be checked for a bi-symmetric light distribution. Individual
tests must be conducted for each hemisphere, quadrant, and left/right sides.

The results for each photometric and colorimetric test performed shall be presented in
a standard IES LM-79 report that includes the contract number, sample identifier, and
the outputs listed above. The calculated results for each sample luminaire shall meet
or exceed the contract specified levels in the luminaire performance table(s). The
laboratory shall mark its test identification number on the interior of each sample
luminaire.

Electrical testing shall be in according to IES LM-79 as well as NEMA and ANSI
standards. The report shall list luminaire characteristics including input amperes,
watts, power factor, total harmonic distortion, and LED driver current for full and partial
power.
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(3) Summary Test Report. The summary test report shall consist of a narrative
documenting the test process, highlight any deficiencies and corrective actions, and
clearly state which luminaires have met or exceeded the test requirements and may
be released for delivery to the jobsite. Photographs shall also be used as applicable
to document luminaire deficiencies and shall be included in the test report. The
summary test report shall include the Luminaire Physical Inspection Checklist
(form BDE 5650), photometric and electrical test reports, and point-by-point
photometric calculations performed in AGi32 sorted by luminaire manufacturers
catalog number. All test reports shall be certified by the independent test laboratory’s
authorized representative or the independent witness, as applicable, by a dated
signature on the first page of each report. The summary test reports shall be delivered
to the Engineer and the Contractor as an electronic submittal. Hard copy reports shall
be delivered to the Engineer for record retention.

(4) Approval of Independent Testing Results. Should any of the tested luminaires fail to
satisfy the specifications and perform according to approved submittal information, all
luminaires of that manufacturers catalog number shall be deemed unacceptable and
shall be replaced by alternate equipment meeting the specifications. The submittal
and testing process shall then be repeated in its entirety. The Contractor may request
in writing that unacceptable luminaires be corrected in lieu of replacement. The
request shall identify the corrections to be made and upon approval of the request, the
Contractor shall apply the corrections to the entire lot of unacceptable luminaires.
Once the corrections are completed, the testing process shall be repeated, including
selection of a new set of sample luminaires. The number of luminaires to be tested
shall be the same quantity as originally tested.

The process of retesting, correcting, or replacing luminaires shall be repeated until
luminaires for each manufacturers catalog number are approved for the project.
Corrections and re-testing shall not be grounds for additional compensation or
extension of time. No luminaires shall be shipped from the manufacturer to the jobsite
until all luminaire testing is completed and approved in writing.

Submittal information shall include a statement of intent to provide the testing as well
as a request for approval of the chosen independent witness and laboratory. All
summary test reports, written reports, and the qualifications of the independent
witness and laboratory shall be submitted for approval to the Engineer with a copy to
the Bureau of Design and Environment, 2300 S Dirksen Parkway, Room 330
Springfield, IL 62764.

1067.02 Roadway Luminaires. Roadway luminaires shall be according to Article 1067.01
and the following.

The luminaire shall be horizontally mounted and shall be designed to slip-fit on a 2-3/8 in.

(60 mm) outside diameter pipe arm with a stop to limit the amount of insertion to 7 in. (180 mm).
It shall not be necessary to remove or open more than the access door to mount the luminaire.
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